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Battery Specification

Battery pack model

Cells compound mode

Battery pack voltage

3.2V15Ah 33138�(LiFePO4)

8S3P

25.6V

Operating Temperature

Working environment 

Working humidity

Storage temperature

Standby time

0~45℃

Not condensation at 20-90% of humidity

-10~45℃（Range）�(Normal temperature indoor storage)

Recharge every 3months

155mm 288mm

Emergency relief

Traveling by driving

Outdoor camping

Home device

Aerial photography

1152Wh (25.6V/45Ah)

ABS+PC

13kg

365.4×235×274.5mm

Basic Parameters

Rated capacity

Housing

Weight

Dimension

ABS防⽕阻燃外壳，抗冲击性强

⾼清液晶显⽰屏，使⽤状态⼀⽬了然

纯正弦波逆变器，不伤电器

1500W⼤功率，可为1500W以下设备供电

3种输出⽅式，同时供电12台设备

1485Wh超⼤容量，持久续航

3种充电⽅式，灵活补电

UL权威认证电芯，保障⽤电安全

ABS flame retardant housing, strong impact resistance.

HD LED Display, clear state of electricity.

Pure sine wave inverter, and no damage to the 
appliances.

Multiple outputs can supply power for various 
electrical appliances.

1152Wh for long-lasting battery life.

UL authoritative certification battery cell, to ensure 
the safety of electricity.

Portable�Power�Station

SHENZHEN TOPBAND BATTERY CO.,LTD Web: www.topbandbattery.com 
       Add: Topband Industrial Park, LiYuan Industrial Zone, 

                Shiyan, BaoAn District, Shenzhen, China

Applications

Product Feature

Compliance Certificate

Dimension

12V/10A, 24V/10A (DC5521)

11.5-55V, Max.550W (XT60)

90~120V,50/60Hz,  Max.700W

200-240V, 50Hz, Max.700W

DC input

XT60 charge port

By DC/Car adapter

DC efficency

Input Parameters

≥88%

By solar panel

AC input

Support solar MPPT chargingMPPT charging

DC output

US standard�/Japanese standard
3*AC output port
�
EU standard / AU standard 
ZA standard    3*AC output port

AC output wave form

AC output power

AC efficency

AC output

Pure sine waves

1200W

≥88%

2*USB-A

2*USB-C

1*DC5521

1*Car socket

AC 100-120V~50/60Hz
Rated power: 1200W

AC 200-240V~50Hz
Rated power: 1200W

Peak�power

Output Parameters

5V/3A, 9V/2A, 12V/1.5A  (QC 3.0)  

5V/9V/12V/15V/20V ,5A Max. (PD100W)

1440W/30s; 1800W/2s; 2400W 200ms

13V/8A 

13V/8A
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电池规格
电池类型

电芯组合⽅式

电池组电压

圆柱型磷酸铁锂电池

8S3P

25.6V

基本参数
额定容量

外 壳

净 重

尺����������⼨

1152Wh (25.6V/45Ah)

ABS+PC

13kg

365.4×235×274.5mm

2*USB-A

2*USB-C

1*DC5521

输出规格

DC输出

5V/3A, 9V/2A, 12V/1.5A  (QC 3.0)  

5V/9V/12V/15V/20V, 5A Max. (PD100W)

美规�/⽇规��
3个交流输出接⼝
�欧规�/英规/澳规/南⾮规/中规��
3个交流输出接⼝

AC输出波形

AC额定输出功率

AC输出效率

AC输出

纯正弦波

1200W

≥88%

1*⻋充座

AC 100-120V~50/60Hz��
额定功率:1200W

AC 200-240V~50Hz��
额定功率:1200W

峰值功率 1440W/30s; 1800W/2s; 2000W 200ms

13V/8A

13V/8A

运⾏温度
⼯作环境温度

⼯作湿度

储存温度

储存时间

0~45℃

20%~90%不结露

-10~45℃（Range）�常温室内储存

每3个⽉充满电⼀次

12V/10A, 24V/10A  (DC5521)

90~120V,50/60Hz,  Max.700W

200-240V, 50Hz, Max.700W

输⼊规格
DC输⼊

XT60充电输⼊接⼝

由直流/汽⻋适配器

通过太阳能电池板

MPPT充电

DC充电效率

AC输⼊

⽀持太阳能MPPT�充电

≥88%

11.5-55V, Max.550W (XT60)
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